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Shell:
HPPE blend 
(fiberglass 
and steel free)

Coating:

Material: Polyurethane

Finish: Textured, 
tacky

Weight: Lightweight 

Breathability: Great 

Flexibility: Excellent 

Grip: Wet or dry 

Sizes:
4/3XS through 
12/3XL

SFR

® Technology 를 적용하여 장갑의 
손가락부분이 일정 이상의 힘을 받
을 경우 분리 되도록 설계되었습니
다.이 기술은 공압식 또는 전동식 
휴대용 스크루 드라이버를 사용하
는 작업에서 손이 장비에 말려 들어
갈 위험을 줄이는데 적합합니다.
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사용처 : 전동·에어 스크루드라이버 및 리벳건 사용 작업

18-Gauge HPPE blend shell, Cut level A4 Cut level A4

• 유연한 폴리우레탄 손바닥 코팅으로 우수한 그립력과 뛰어난 내마모성 제공

• Safe Finger Realease 기술 적용으로 휴대용스크루드라이버 작업시 안전성 향상
• 유리섬유 및 스틸(Steel)미사용으로 민감한 피부 사용자에게도 적합
• 심리스(무봉제) 구조로 편안한 착용감과 우수한 통기성 제공
• 탁월한 작업성(유연성 ,)  촉감 및 내구성
• 터치스크린 사용 가능
• 손가락 말림방지

HexArmor® 제품은 절단 및 뚫림에 대한 저항 기능이 있으나, 이를 완전히 방지하는 것은
아닙니다.

           자동차·전자제품·기계설비 조립, 금속·판금 부품 취급
,



•	 Before the gloves are used, there must be a thorough workplace risk assessment by 
the safety manager

•	 Based on the risk assessment, it is determined that safety gloves must be worn 
because the risk of hand injuries is higher without safety gloves than with safety 
gloves

•	 Engineering controls and operator training must be given the highest priority to prevent 
the safety gloves from being caught and drawn into machinery. In particular:

•	 Any contact with rotating tools and parts should be avoided
•	 The operator’s hand should not be intentionally placed into the critical area
•	 All tools must be equipped with guarding for the rotating parts to prevent 

protruding parts from grabbing the safety gloves. 

Possible applications for the Helix® 3058 glove are workplaces where handheld 
pneumatic or electrical screwdrivers are used, including:
•	 Handheld power tools
•	 Screwdrivers
•	 Rivet drivers

The Helix® 3058 glove has not been tested for use with:
•	 Drilling tools (e.g. drill presses)
•	 Milling machines
•	 Grinding machines
•	 Lathes

Special Notice:
•	 When wearing the Helix® 3058 glove, the risk of severe hand injuries may be reduced 

significantly – however, there is no 100% guarantee that hand injuries will not occur.
•	 HexArmor® makes no warranties of the fitness of the Helix® 3058 glove for a particular 

purpose. The user shall be exclusively responsible to assess the suitability of the 
product as specified for any individual application or use.

*The Helix® 3058 glove should only be used when the following 
precautions are taken:
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Call 1.877.MY ARMOR or visit hexarmor.com
HexArmor® products are cut and puncture resistant, NOT CUT AND PUNCTURE PROOF. Do not use with moving or serrated 
blades or tools. User shall be exclusively responsible to assess the suitability of the product as specified for any individual 
application or use. Protection zones are to be used as a general guide. Actual product protection zones may differ. Product 
features, design, protection zones subject to change. Protected by patents and patents pending.

UVEX SAFETY GROUP GmbH & Co. KG, parent company of HexArmor®, has achieved a Gold EcoVadis Rating, placing us in the 
top 5% of sustainable suppliers globally. 




